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Path: d:\inetpub\ftproot\gpb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25021

Pol: True           Clk: 0 deg

Idle: Clamped    Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq:

Ref: Ext422         (L - 125  bps)

Orient: MSB        (H - 2000 bps)

Pol: True            Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422      Loc: First

Code: NRZ-L     Slips: 0

Frames/buff: 1  Search Err: 0

Orient: MSB       Lock Err: 0

Clk: True            Check: 1

Len: 1264          Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25022

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4
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File
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M12

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

CMD Data Rate:

 125 or 2000 bps

TLM Data Rate:

  1024 or 2048 bps

Event

Notes:

1. The GP_B GPBE server has been relocated to the Air Force Academy and assigned a new IP address.

2. An updated desktop was created and M03 is now a VC Processor 2 type with Ver=Auto and SCID=All.

GPBD = MOCC Prime
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GPBE = USAF Academy

xxx.xxx.xxx.xxx

GPBG = ITF

xxx.xxx.xxx.xxx
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   L = c:\ptp_user\logs\

         1k_ConvDecNoRSorRand.bin
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          2k_ConvDec_noRSorRand.bin

Mode: Loop
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Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: Loopback   Loc: First
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Sync Type: Fixed Length

 Sync Patt = 1ACFFC1D

  Mask = FFFFFFFF
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Note:

Length set to 1/4 of data size to allow the Timer to

generate the correct frequency. Data is reassembled

to the correct length in the SoftSync module.
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CMD Data Rate:

 125 or 2000 bps

Pol: True           Clk: 0 deg

Idle: Clamped    Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq:

Ref: Ext422         (L - 125  bps)
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Notes:

1. The GP_B GPBE server has been relocated to the Air Force Academy

    and assigned a new IP address..
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