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Earth Orbiter 1 (EO1) Backup Desktop

SUPIDEN: 8601,  IONET: Closed

Drawing: dtW_EO1_Backup.vsd               Desktop Name:  EO1Bbd1.DTP, EO1Bbd2.DTP, EO1Bbd3.DTP

Offset: 20

Length: 600

Sync Offset: 4

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

Accept: Correctable ECC

TCP Client

Port = 7050

Remote add: xxx.xxx.xxx.xxx

Remote port: 7050
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: xxx.xxx.xxx.xxx

Remote port: 7051

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1264         Check: 1

                         Flywheel: 2

TCP Client

Port = 12000

Remote add: xxx.xxx.xxx.xxx

Remote port: 12000

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Virtual Stream = 1

Bit Rate = 2000

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Note:

  1. The Primary desktop connects to project systems on the Open IONet.

  2. The Backup desktop connects to project systems on the Closed IONet.

99-0078


[image: image2.wmf]M0201

Serial In

(1-3)

M101F

Randomizer

M06

M05

M01

M0401

Socket

M1014

ACE SFDU

M04

M1002

VC

Processor

M02

M1013

Gather

Scatter

M0401

Socket

M1007

Deblocker

M0401

Socket

M08

M07

M11

M10

M09

Earth Orbiter 1 (EO1) Primary 1 Desktop

SUPIDEN: 8601,  IONET: OPEN

Drawing: dtW_EO1_Primary1.vsd               Desktop Name:  EO1P1bd1.DTP,  EO1P1bd2.DTP,  EO1P1bd3.DTP

Offset: 20

Length: 600

Sync Offset: 4

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

Accept: Correctable ECC

TCP Client

Port = 7050

Remote add: xxx.xxx.xxx.xxx
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Length: 1364
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: xxx.xxx.xxx.xxx

Remote port: 7051

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                 Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1264         Check: 1

                         Flywheel: 2

TCP Client

Port = 12000

Remote add: xxx.xxx.xxx.xxx

Remote port: 12000

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Virtual Stream = 1

Bit Rate = 2000

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Note:

  1. The Primary 1 desktop connects to project prime computer systems on the Open IONet.

  2. The Backup desktop connects to project systems on the Closed IONet.
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Earth Orbiter 1 (EO1) Primary 2 Desktop

SUPIDEN: 8601,  IONET: OPEN

Drawing: dtW_EO1_Primary2.vsd               Desktop Name:  EO1P2bd1.DTP, EO1P2bd2.DTP,

 EO1P2bd3.DTP

Offset: 20

Length: 600

Sync Offset: 4

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

Accept: Correctable ECC

TCP Client

Port = 7050

Remote add: xxx.xxx.xxx.xxx

Remote port: 7050

Length: 1364
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: xxx.xxx.xxx.xxx

Remote port: 7051

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1264         Check: 1

                         Flywheel: 2

TCP Client

Port = 12000

Remote add: xxx.xxx.xxx.xxx

Remote port:12000

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Virtual Stream = 1

Bit Rate = 2000

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Note:

  1. The Primary 2 desktop connects to project backup computer systems on the Open IONet.

  2. The Backup desktop connects to project systems on the Closed IONet.
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SUPIDEN=  5657,  IONET: OPEN

Drawing: DtW_FUSE.vsd            Desktop Name:  FUSEbd1.DTP, FUSEbd2.DTP, FUSEbd3.DTP

Offset: 20

Length: 600

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct
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Accept: Correctable ECC
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Remote add: xxx.xxx.xxx.xxx
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Path: d:\inetpub\ftproot\fuse\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

PTP1 Remote port: 20021

PTP2 Remote port: 20032

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                  Patt: 1ACFFC1D

APC: Enabled   Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True            Lock Err: 0

Len: 1264          Check: 0

                          Flywheel: 0

Virtual Stream = 1

Bit Rate = 8000

00-0012

M07

Offset: 0

Length: 1104

(Strip R-S Symbols)

M0401

Socket

M11

M0130

Comport

Transceiver

M12

TCP Client

Remote add: xxx.xxx.xxx.xxx

PTP1 Remote port: 20020

PTP2 Remote port: 20031

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Notes:

1. The MOCC is unable to determine the IP address of the connecting machine and therefore

the same port used on different machines will cause confusion. Because of this different port

numbers have been used on PTP1 and PTP2.

2.  Because the scheduler currently loads the same desktop name onto PTP1 and PTP2, a

different port configuration is used in PTP1 and PTP2, but, the desktops have the same

name. Configuration control must ascertain that only PTP1 desktops are loaded on PTP1 and

the same applies to PTP2.
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Sync Offset: 4

Version = Auto

SCID     = All          Intlv: 5

PORT1  = VC0, 1     Fill: 3

RS ECC: Enable

Accept:  Corr RS

TCP Client

Remote add (Prime):    xxx.xxx.xxx.xxx

                    (Backup):  xxx.xxx.xxx.xxx

Remote ptp1 port: 

8011

             ptp2 port:  8111

Length: 1244

TLM -

(3)

M0202

Serial Out

(3)

M0130

Comport

Transceiver

M03
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add (Prime):     xxx.xxx.xxx.xxx

                    (Backup):  xxx.xxx.xxx.xxx

Remote ptp1 port: 

7011

             ptp2 Port: 7111

Rx Length: 342

Pol: True             Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 1

                         Flywheel :2

TCP Client

Remote add (Prime):     xxx.xxx.xxx.xxx

                    (Backup):  xxx.xxx.xxx.xxx

Remote ptp1 port: 

9011

             ptp2 port:  9111

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M10

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

Event

M0302

File

Recorder

VC 0, 1

VC 0, 1

Note:

The Galex mission resources are unable to handle streams

from  two sources at a time with the same Port number.  To

allow ptp1 and ptp2 to transmit/receive data simultaneously,

different  port numbers were assigned  to each  ptp.

ptp 1 will use 8011/7011/9011 for Tlm/Cmd/Sw ports

ptp 2 will use 8111/7111/9111 for Tlm/Cmd/Sw ports

Galex TEST Desktop  

(Data Set: galex8kbdecoded.bin)

SUPIDEN: 5450,  IONET: OPEN

Drawing: dtW_Galex_test.vsd

Desktop Name:  GalexTbd3.DTP

  PTP 1 8011/7011/9011

  PTP2  8111/7111/9111

M0302

File

Recorder

M100C

CPU

Timer

M0301

File

Playback

Event

M012

M13

M15

M1000

Null

Transceiver

M14

Path: c:\ptp_user\logs\galex_cmd.rc1

Path: c:\ptp_user\logs\galex8kbdecoded.bin

Rate: 16 kbps

Len: 1244
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Galex Backup Desktop  

Galaxy Evolution Explorer

SUPIDEN: 5450,  IONET: OPEN

Drawing: dtW_GalexBackup.vsd

Desktop Name:  GalxBbd1.DTP, GalxBbd2.DTP,  GalxBbd3.DTP

  PTP 1 8011/7011/9011

  PTP2  8111/7111/9111

Sync Offset: 4

Version = Auto

SCID     = All          Intlv: 5

PORT1  = VC0, 1     Fill: 3

RS ECC: Enable

Accept:  Corr RS

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  8011

             ptp2 port:   8111

Length: 1244

TLM -

(1-3)

M0202

Serial Out
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M0130

Comport

Transceiver

M03

RD
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  7011

             ptp2 port:   7111

Rx Length: 342

Pol: True             Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 0

                         Flywheel :0

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  9011

             ptp2 port:   9111

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M10

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

Event

M0302

File

Recorder

VC 0, 1

VC 0, 1

Note:

The Galex mission resources are unable to handle streams

from  two sources at a time with the same Port number.  To

allow ptp1 and ptp2 to transmit/receive data simultaneously,

different  port numbers were assigned  to each  ptp.

ptp 1 will use 8011/7011/9011 for Tlm/Cmd/Sw ports

ptp 2 will use 8111/7111/9111 for Tlm/Cmd/Sw ports
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Galex Prime Desktop  

Galaxy Evolution Explorer

SUPIDEN: 5450,  IONET: OPEN

Drawing: dtW_GalexPrime.vsd

Desktop Name:  GalxPbd1.DTP, GalxPbd2.DTP,  GalxPbd3.DTP

  PTP 1 8011/7011/9011

  PTP2  8111/7111/9111

Sync Offset: 4

Version = Auto

SCID     = All          Intlv: 5

PORT1  = VC0, 1     Fill: 3

RS ECC: Enable

Accept:  Corr RS

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  8011

             ptp2 port:  8111

Length: 1244
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  7011

             ptp2 port:  7111

Rx Length: 342

Pol: True           Clk:  0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 0

                         Flywheel :0

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  9011

             ptp2 port:  9111

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M10

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

Event

M0302

File

Recorder

VC 0, 1

VC 0, 1

Note:

The Galex mission resources are unable to handle streams

from  two sources at a time with the same Port number.  To

allow ptp1 and ptp2 to transmit/receive data simultaneously,

different  port numbers were assigned  to each  ptp.

ptp 1 will use 8011/7011/9011 for Tlm/Cmd/Sw ports

ptp 2 will use 8111/7111/9111 for Tlm/Cmd/Sw ports
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SIC = 1501 - 1505

Drawing: dtW_LDB_P.vsd       Desktop Name:  LDBPbd1L.DTP, LDBPbd2L.DTP, LDBPbd3L.DTP

          LDBPbd1H.DTP, LDBPbd2H.DTP, LDBPbd3H.DTP

Note: Because up to three balloons could be serviced from a single WDISC computer, three separate

port addresses may be needed to support the simultaneous balloons.

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: bd1 = 6000

                      bd2 = 6010

                      bd3 = 6020

Length: 1264

TLM -
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Serial Out
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Path:

    bd1: d:\inetpub\ftproot\ldb1\

    bd2: d:\inetpub\ftproot\ldb2\

    bd3: d:\inetpub\ftproot\ldb3\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: T                    Patt: Disabled

APC: Enabled     Len: 1264

Src: EXT-422

Code: NRZ-L

Frames/buff: 1

Orient: MSB

Clk: True

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: bd1 = 6001

                      bd2 = 6011

                      bd3 = 6021

Length: 8

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: bd1 = 6002

                      bd2 = 6012

                      bd3 = 6022

Length: 5

M100C

CPU

Timer

M08

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Pol: True           Clk: 0 deg

Idle: Clamped   Gate:Disable

Code: NRZ-L    Orient: MSB

Src: IntDDS       Ref: EXT-422

Len: 0

Freq:   L = 125 bps

            H = 1000 bps

Event
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Gravity Probe B Playback Desktop

SUPIDEN: 8603,    IONET: OPEN

Drawing: dtW_GPBPB.vsd       Desktop Name:  GPBBpb.DTP, GPBCpb.DTP,

           GPBDpb.DTP, GPBEpb.DTP

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25020

Rx Length: 1296

M100C

CPU

Timer

M02

Bit Rate: 200,000

Frame Len: 4096

M0301

File

Playback

M01

File:

  D:\inetpub\ftproot\gpb\

              

DDD-HH-MM-SS.mmm.uuu.rec

Play Pause: Unchecked

Mode: Fixed

Event

Notes:

GP_B will have a Prime and Backup capability at their MOCC and a Prime and Backup

capability at an alternate facility.

To satisfy the missions flexability, 4 IP addresses were supplied.

GPBD= MOCC Prime

xxx.xxx.xxx.xxx

GPBE = MOCC Backup

xxx.xxx.xxx.xxx

GPBG = ITF

xxx.xxx.xxx.xxx

Operating procedure:

1. Load the desktop (corresponding to the MOCC).

2. Enter the file name (Day-Hour-Minute-Second.milliseconds.microseconds) plus send.

3. Enable the desktop (all streams) when the MOCC is ready to receive playback data.

Locating & loading a file name for playback:

  1. Start the PcAnywhere application.

  2. Select: path "d:\inetpub\ftproot\gpb".

  3. Single Click on the file name to be played back (highlights).

  4. Hold down the 'ctrl' key and press the 'c' key (to copy the file name to the PTP clipboard).

  5. Select the Copy clipboard button on the button bar.

  6. Choose copy from the host to the local machine.

  7. Switch to the local console display.

  5. In the Playback module File window:

      a. Highlight the "DDD-HH-MM-SS.mmm.uuu.rec" characters

      b. With the pointer over the highlighted area, right mouse click and select paste.

      c. Select the 'Send' button

  6a. Enable all streams to begin the playback (at project request).

  6b. Alternatively:

       a.  Enable the socket module (M03) and verify that a socket connection is present.
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[image: image10.wmf]M0201

Serial In

(1-3)

M101F

Randomizer

M06

M05

M01

M0401

Socket

M04

M1002

VC

Processor

M02

M100D

IPDU

Receiver

M0401

Socket

M08

M10

M09

Gravity Probe B Desktop

SUPIDEN: 8603,    IONET: OPEN

Drawing: dtW_GPB.vsd       Desktop Name:  GPBxbd1L.DTP,  GPBxbd2L.DTP,  GPBxbd3L.DTP

                            GPBxbd1H.DTP,  GPBxbd2H.DTP, GPBxbd3H.DTP

Sync Offset: 4

Version = Ver1      Strip: Disable

SCID = 71             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

CRC: Disable

Accept: Correctable ECC

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25020

Length: 1296

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\gpb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25021

Pol: True           Clk: 0 deg

Idle: Clamped    Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq:

Ref: Ext422         (L - 125  bps)

Orient: MSB        (H - 2.0 kbps)

Pol: True            Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422      Loc: First

Code: NRZ-L     Slips: 0

Frames/buff: 1  Search Err: 0

Orient: MSB       Lock Err: 0

Clk: True            Check: 1

Len: 1264          Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25022

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100E

IPDU

Formatter

M07

Type: RT Telemetry

Src/Dest: Other

M100C

CPU

Timer

M11

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M12

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

CMD Data Rate:

 125 bps or 2.0 kbps

TLM Data Rate:

  1 or 2 kbps

Event

Note:

GP_B will have a Prime and Backup capability at their MOCC and

a processing capability at the Integration and Testing Facility.

To satisfy the missions flexability, 3 IP addresses are used.

GPBD= MOCC Prime

xxx.xxx.xxx.xxx

GPBE = MOCC Backup

xxx.xxx.xxx.xxx

GPBG =   ITF

xxx.xxx.xxx.xxx


[image: image11.wmf]M0201

Serial In

(bd1-3)

M06

M05

M01

M0401

Socket

Event

M04

M02

M0401

Socket

M0401

Socket

M07

TCP Client

Remote add:

 

XXX.XXX.XXX.XXX

Remote port: bd1 =6000

                      bd2 = 6010

                      bd3 = 6020

Length: 1264

TLM -

(1-3)

M0202

Serial Out

(bd1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path:

    bd1: d:\inetpub\ftproot\ldb1\

    bd2: d:\inetpub\ftproot\ldb2\

    bd3: d:\inetpub\ftproot\ldb3\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: T                   Patt: Disabled

APC: Enabled     Len: 1264

Src: EXT-422

Code: NRZ-L

Frames/buff: 1

Orient: MSB

Clk: True

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Client

Remote add

: 

XXX.XXX.XXX.XXX

Remote port:     bd1= 6001

                          bd2 = 6011

                          bd3 = 6021

Length: 8

TCP Client

Remote add: 

XXX.XXX.XXX.XXX

Remote port: bd1 = 6002

                      bd2 = 6012

                      bd3 = 6022

Length: 5

M100C

CPU

Timer

M08

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Pol: T                  Clk: 0 deg

Idle: Toggle         Gate:Disable

Code: NRZ-L 

    Orient: MSB

Src: IntDDS         Ref: EXT-422

Len: 0

     Preamble: AAAA

Freq:  L = 125 bps

          H = 1000 bps

LDB (Backup) Desktop

SID = 1501 - 1505

Drawing: dtW_LDB_B.vsd       Desktop Name: LDBBbd1L.DTP, LDBBbd2L.DTP, LDBBbd3L.DTP

         LDBBbd1H.DTP, LDBBbd2H.DTP, LDBBbd3H.DTP

Note: Because up to three balloons could be serviced from a single WDISC computer, three separate

port addresses may be needed to support the simultaneous balloons.



[image: image12.wmf]M0201

Serial In

(1-3)

M04

M03

M01

M0401

Socket

M02

M100D

IPDU

Receiver

M0401

Socket

M06

M08

M07

Landsat-7 Desktop   

(Landsat-7 B/U Control Center)

SCID = xxxd| xxxo| xxh

Drawing: dtW_LS7.vsd       Desktop Name:  LS7bd1H.DTP, LS7bd2H.DTP, LS7bd3H.DTP

                            LS7bd1L.DTP,  LS7bd2L.DTP, LS7bd3L.DTP

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1:  55651

   PTP2:  55751

Length: 792

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\ls7\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Dest Filter:  L7M

Header Strip

Data Path Enable

Data Filter Enable

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1  55660

   PTP2  55760

Pol: True           Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS     Len: 0

Code: NRZ-L   Freq:

Ref: Ext422       H = 1.0 kbps

Orient: MSB      L  = 125 bps

Pol: True            Patt: 1ACFFC1D

APC: Enabled  Mask: FFFFFFFF

Src: RS-422      Loc: First

Code: NRZ-L    Slips: 0

Frames/buff: 1  Search Err: 0

Orient: MSB      Lock Err: 0

Clk: True           Check: 1

Len: 760           Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1  60001

   PTP2  60002

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100E

IPDU

Formatter

M05

Type: RT Telemetry

Src:  WSC

Dest:  L7M

SCID: LSat7

M100C

CPU

Timer

M09

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M10

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

CMD Data Rates:

  High = 1.0 kbps

  Low = 125 bps

Event


[image: image13.wmf]M0401

Socket

M03

Landsat-7 Playback Desktop   

(B/U Control Center)

SCID = xxxd| xxxo| xxh

Drawing: dtW_LS7PB.vsd       Desktop Name:  LS7Bpb.DTP

M100C

CPU

Timer

M02

Bit Rate: 200,000

Frame Len: 4096

M0301

File

Playback

M01

File:

  D:\inetpub\ftproot\gpb\

              

DDD-HH-MM-SS.mmm.uuu.rec

Play Pause: Unchecked

Mode: Fixed

Event

Locating & loading a file name for playback:

  1.  Use the PcAnywhere application to connect to the PTP containing the data file

       (WCPTP1/2, SCPTP1/2)

  2. Select: path "d:\inetpub\ftproot\gpb"

  3. Single Click on the file name to be played back (highlights)

  4. Hold down the 'ctrl' key and press the 'c' key (to copy the file name)

  5. In the Playback module File window:

      a. Highlight the "DDD-HH-MM-SS.mmm.uuu.rec" characters

      b. Hold down the 'ctrl' key and press the 'v' key (to paste the file name)

      c. Select the 'Send' button

  6. Enable all streams to begin the playback (at project request)

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1:  55651

   PTP2:  55751

Length: 792


[image: image14.wmf]M0401

Socket

M03

Playback Desktop

SUPIDEN

Drawing: dtW_xxxx.vsd       Desktop Name:  xxxxpb.DTP

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: xxxxx

Rx Length: nnn

M100C

CPU

Timer

M02

Bit Rate: 200,000

Frame Len: 4096

M0301

File

Playback

M01

File:

  D:\inetpub\ftproot\gpb\

              

DDD-HH-MM-SS.mmm.uuu.rec

Play Pause: Unchecked

Mode: Fixed

Event

Locating & loading a file name for playback:

  1.  Use the PcAnywhere application to connect to the PTP containing the data file

       (WCPTP1/2, SCPTP1/2)

  2. Select: path "d:\inetpub\ftproot\gpb"

  3. Single Click on the file name to be played back (highlights)

  4. Hold down the 'ctrl' key and press the 'c' key (to copy the file name)

  5. In the Playback module File window:

      a. Highlight the "DDD-HH-MM-SS.mmm.uuu.rec" characters

      b. Hold down the 'ctrl' key and press the 'v' key (to paste the file name)

      c. Select the 'Send' button

  6. Enable all streams to begin the playback (at project request)


[image: image15.wmf]M0201

Serial In

(1-3)

M101F

Randomizer

M07

M06

M01

M1021

LEO-T

TFDH - Tx

M05

M1002

VC

Processor

M02

M1024

LEO-T

CDH - Rx

M0401

Socket

M09

M08

M12

M11

M10

SORCE Desktop

SUPIDEN:

Drawing: dtW_SORCE.vsd               Desktop Name:  SORCEbd1.DTP, SORCEbd2.DTP, SORCEbd3.DTP

Sync Offset: 4

Version =Auto

SCID = all              Intlv: 5

PORT1 = VC0,1     Fill:  7

ECC: Correct

Accept: Correctable ECC

TCP Server

add: 0.0.0.0

port: 26000

Data Class: 2, CCSDS Packet

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\sorce\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Server

add: 0.0.0.0

port: 26010

Header Strip

Data Path Enabled

Pol: T                Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 1

                         Flywheel: 2

TCP Server

add: 0.0.0.0

port: 26020

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

M1013

Gather

Scatter

M04

Offset: 4

Length: 1080

{strip: Sync and R-S symbols}


[image: image16.wmf]M0201

Serial In

(1-3)

M07

M06

M01

M1021

LEO-T

TFDH - Tx

M05

M1019

VC

Processor 2

M02

M1024

LEO-T

CDH - Rx

M0401

Socket

M09

M08

M10

SWIFT Desktop

SUPIDEN: 1740    IONET: OPEN

Drawing: dtW_SWIFT.vsd               Desktop Name:

SWIFbd1L.DTP, SWIFbd2L.DTP, SWIFbd3L.DTP

SWIFbd1H.DTP, SWIFbd2H.DTP, SWIFbd3H.DTP

Version = 2 Only

SCID = all

PORT1 = VC5, 62

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 26100

Data Class: 2, CCSDS Packet

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\swift\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 26110

Header Strip

Data Path Enabled

Pol: T                Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq:

Ref: Ext 422         H=1000 bps

Orient: MSB          L=125   bps

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 130           Check: 1

                         Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 26120

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

M04

1 K bps


[image: image17.wmf]M0201

Serial In

(1-3)

M101F

Randomizer

M06

M05

M01

M1021

LEO-T

TFDH - Tx

M1013

Gather

Scatter

M04

M1002

VC

Processor

M02

M1046

BCH

Encoder

M1024

LEO-T

CDH - Rx

M1010

AMES

Cmd Gen

M0401

Socket

M08

M07

M11

M10

M09

Timed Desktop

SUPIDEN:  7601

Drawing: dtW_Timed.vsd               Desktop Name:  TIMEDbd1.DTP, TIMEDbd2.DTP, TIMEDbd3.DTP

Randomize: Checked

Tail Seq: C5...79

(Generates EB90)

Sync Offset: 4

Version = 1 Only

SCID = 483            Intlv: 5

PORT1 = VC7        Fill:  3

ECC: Correct

Accept: Correctable ECC

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: 6139

Data Class: 2, CCSDS Packet

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

M12

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\timed\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: XXX.XXX.XXX.XXX

Remote port: 6137

Header Strip

Data Path Enable

Barker Patt: EB90

Barker Size: 0

Preamble Patt: 5...5

Preamble Len: 16

(preamble only)

Pol: T                Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1234         Check: 1

                         Flywheel: 2

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: 6138

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Offset: 0

Length: 1074

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

99-1052

00-0089

Updated

01/31/02


[image: image18.wmf]M0201

Serial In

(bd1-3)

M06

M05

M01

M0401

Socket

M04

M11

M0401

Socket

M0401

Socket

M07

ULDB Desktop

SUPIDEN:  1500 - 1505

Drawing: dtW_ULDB.vsd       Desktop Name:  ULDBbd1L.DTP,    ULDBbd2L.DTP,  ULDBbd3L.DTP

        ULDBbd1H.DTP,   ULDBbd2H.DTP,  ULDBbd3H.DTP

Note: Because up to three balloon streams could be scheduled from a single WDISC computer, three

separate port addresses may be needed to support them simultaneously .

TCP Server,   PTP add: 0.0.0.0,  Length: 500

    bd1 port: 21500

    bd2 port: 21501

    bd3 port: 21502

TLM -

(1-3)

M0202

Serial Out

(bd1-3)

M0130

Comport

Transceiver

M1002

VC

Processor

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\uldb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: True            Clk: 0 deg

Idle: Clamped     Gate:Disable

Code: NRZ-M     Orient: MSB

Src: IntDDS        Ref: EXT-422

Len: 0

Freq: (L = 125 bps, H = 1 Kbps)

Pol: T

    Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFFF

Src: EXT-422

Code: NRZ-L

    Loc. First

Frames/buff: 1  Window: 0

Orient: MSB

    Search Err: 0

Clk: True

    Lock Err: 0

Len: 500

    Check: 1

    Flywheel: 2

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Server

PTP add: 0.0.0.0

    bd1 port: 25000

    bd2 port: 25001

    bd3 port: 25002

Length: 8

TCP Server

PTP add: 0.0.0.0

    bd1 port: 22500

    bd2 port: 22501

    bd3 port: 22502

Length: 5

M100C

CPU

Timer

M08

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Event

M0401

Socket

TCP Server,   PTP add: 0.0.0.0,  Length: 500

    bd1 port: 21600

    bd2 port: 21601

    bd3 port: 21602

M10

M02

M0302

File

Recorder

VC 0,2

VC 0,1,2,3

Version = Auto

SCID = All

Port1 = VC0,2


[image: image19.wmf]M0201

Serial In

(bd1-3)

M06

M05

M01

M0401

Socket

M04

M02

M0401

Socket

M0401

Socket

M07

ULDB BERT Desktop

SUPIDEN:  1500 - 1505

Drawing: dtW_ULDB.vsd       Desktop Name:  UBERbd1L.DTP,    UBERbd2L.DTP,  UBERbd3L.DTP

        UBERbd1H.DTP,   UBERbd2H.DTP,  UBERbd3H.DTP

Note: Because up to three balloon streams could be scheduled from a single WDISC computer, three

separate port addresses may be needed to support them simultaneously .

TCP Server

PTP add: 0.0.0.0

    bd1 port: 21500

    bd2 port: 21501

    bd3 port: 21502

Length: 500

TLM -

(1-3)

M0202

Serial Out

(bd1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\uldb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: True            Clk: 0 deg

Idle: Clamped     Gate:Disable

Code: NRZ-M     Orient: MSB

Src: IntDDS        Ref: EXT-422

Len: 0

Freq: (L = 125 bps, H = 1 Kbps)

Pol: True

    Patt: disabled

APC: Enabled    Mask:

Src: EXT-422

Code: NRZ-L

    Loc. First

Frames/buff: 1

Orient: MSB

Clk: True

Len: 500

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Server

PTP add: 0.0.0.0

    bd1 port: 25000

    bd2 port: 25001

    bd3 port: 25002

Length: 8

TCP Server

PTP add: 0.0.0.0

    bd1 port: 22500

    bd2 port: 22501

    bd3 port: 22502

Length: 5

M100C

CPU

Timer

M08

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Event


� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���





� EMBED Visio.Drawing.6  ���








WD_VisioDrawings_020807.doc
19
02/08/07

[image: image20.wmf]M0201

Serial In

(1-3)

M101F

Randomizer

M06

M05

M01

M0401

Socket

M1014

ACE SFDU

M04

M1002

VC

Processor

M02

M1013

Gather

Scatter

M0401

Socket

M1007

Deblocker

M0401

Socket

M08

M07

M11

M10

M09

Earth Orbiter 1 (EO1) Primary 1 Desktop

SUPIDEN: 8601,  IONET: OPEN

Drawing: dtW_EO1_Primary1.vsd               Desktop Name:  EO1P1bd1.DTP,  EO1P1bd2.DTP,  EO1P1bd3.DTP

Offset: 20

Length: 600

Sync Offset: 4

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

Accept: Correctable ECC

TCP Client

Port = 7050

Remote add: xxx.xxx.xxx.xxx

Remote port: 7050

Length: 1364

TLM -
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(1-3)
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: xxx.xxx.xxx.xxx

Remote port: 7051

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                 Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1264         Check: 1

                         Flywheel: 2

TCP Client

Port = 12000

Remote add: xxx.xxx.xxx.xxx

Remote port: 12000

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Virtual Stream = 1

Bit Rate = 2000

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Note:

  1. The Primary 1 desktop connects to project prime computer systems on the Open IONet.

  2. The Backup desktop connects to project systems on the Closed IONet.
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SUPIDEN=  5657,  IONET: OPEN

Drawing: DtW_FUSE.vsd            Desktop Name:  FUSEbd1.DTP, FUSEbd2.DTP, FUSEbd3.DTP

Offset: 20

Length: 600

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

CRC: Disable

Accept: Correctable ECC

TCP Client

Remote add: xxx.xxx.xxx.xxx
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Length: 1204

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\fuse\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

PTP1 Remote port: 20021

PTP2 Remote port: 20032

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                  Patt: 1ACFFC1D

APC: Enabled   Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True            Lock Err: 0

Len: 1264          Check: 0

                          Flywheel: 0

Virtual Stream = 1

Bit Rate = 8000
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M07

Offset: 0

Length: 1104

(Strip R-S Symbols)

M0401

Socket

M11

M0130

Comport

Transceiver

M12

TCP Client

Remote add: xxx.xxx.xxx.xxx

PTP1 Remote port: 20020

PTP2 Remote port: 20031

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Notes:

1. The MOCC is unable to determine the IP address of the connecting machine and therefore

the same port used on different machines will cause confusion. Because of this different port

numbers have been used on PTP1 and PTP2.

2.  Because the scheduler currently loads the same desktop name onto PTP1 and PTP2, a

different port configuration is used in PTP1 and PTP2, but, the desktops have the same

name. Configuration control must ascertain that only PTP1 desktops are loaded on PTP1 and

the same applies to PTP2.
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Earth Orbiter 1 (EO1) Backup Desktop

SUPIDEN: 8601,  IONET: Closed

Drawing: dtW_EO1_Backup.vsd               Desktop Name:  EO1Bbd1.DTP, EO1Bbd2.DTP, EO1Bbd3.DTP

Offset: 20

Length: 600

Sync Offset: 4

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

Accept: Correctable ECC

TCP Client

Port = 7050

Remote add: xxx.xxx.xxx.xxx

Remote port: 7050

Length: 1364
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: xxx.xxx.xxx.xxx

Remote port: 7051

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1264         Check: 1

                         Flywheel: 2

TCP Client

Port = 12000

Remote add: xxx.xxx.xxx.xxx

Remote port: 12000

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Virtual Stream = 1

Bit Rate = 2000

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Note:

  1. The Primary desktop connects to project systems on the Open IONet.

  2. The Backup desktop connects to project systems on the Closed IONet.
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SUPIDEN:  1500 - 1505

Drawing: dtW_ULDB.vsd       Desktop Name:  ULDBbd1L.DTP,    ULDBbd2L.DTP,  ULDBbd3L.DTP

        ULDBbd1H.DTP,   ULDBbd2H.DTP,  ULDBbd3H.DTP

Note: Because up to three balloon streams could be scheduled from a single WDISC computer, three

separate port addresses may be needed to support them simultaneously .

TCP Server,   PTP add: 0.0.0.0,  Length: 500

    bd1 port: 21500

    bd2 port: 21501

    bd3 port: 21502
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Path: d:\inetpub\ftproot\uldb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: True            Clk: 0 deg

Idle: Clamped     Gate:Disable

Code: NRZ-M     Orient: MSB

Src: IntDDS        Ref: EXT-422

Len: 0

Freq: (L = 125 bps, H = 1 Kbps)

Pol: T

    Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFFF

Src: EXT-422

Code: NRZ-L

    Loc. First

Frames/buff: 1  Window: 0

Orient: MSB

    Search Err: 0

Clk: True

    Lock Err: 0

Len: 500

    Check: 1

    Flywheel: 2

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Server

PTP add: 0.0.0.0

    bd1 port: 25000

    bd2 port: 25001

    bd3 port: 25002

Length: 8

TCP Server

PTP add: 0.0.0.0

    bd1 port: 22500

    bd2 port: 22501

    bd3 port: 22502

Length: 5

M100C

CPU

Timer

M08

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Event

M0401

Socket

TCP Server,   PTP add: 0.0.0.0,  Length: 500

    bd1 port: 21600

    bd2 port: 21601

    bd3 port: 21602

M10

M02

M0302

File

Recorder

VC 0,2

VC 0,1,2,3

Version = Auto

SCID = All

Port1 = VC0,2
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Gravity Probe B Desktop

SUPIDEN: 8603,    IONET: OPEN

Drawing: dtW_GPB.vsd       Desktop Name:  GPBxbd1L.DTP,  GPBxbd2L.DTP,  GPBxbd3L.DTP

                            GPBxbd1H.DTP,  GPBxbd2H.DTP, GPBxbd3H.DTP

Sync Offset: 4

Version = Ver1      Strip: Disable

SCID = 71             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

CRC: Disable

Accept: Correctable ECC

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25020

Length: 1296

TLM -

(1-3)

M0202

Serial Out

(1-3)

M0130

Comport

Transceiver

M0302

File

Recorder

M03

RD

RC

SD

ST

TT

Path: d:\inetpub\ftproot\gpb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25021

Pol: True           Clk: 0 deg

Idle: Clamped    Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq:

Ref: Ext422         (L - 125  bps)

Orient: MSB        (H - 2.0 kbps)

Pol: True            Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422      Loc: First

Code: NRZ-L     Slips: 0

Frames/buff: 1  Search Err: 0

Orient: MSB       Lock Err: 0

Clk: True            Check: 1

Len: 1264          Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25022

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100E

IPDU

Formatter

M07

Type: RT Telemetry

Src/Dest: Other

M100C

CPU

Timer

M11

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M12

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

CMD Data Rate:

 125 bps or 2.0 kbps

TLM Data Rate:

  1 or 2 kbps

Event

Note:

GP_B will have a Prime and Backup capability at their MOCC and

a processing capability at the Integration and Testing Facility.

To satisfy the missions flexability, 3 IP addresses are used.

GPBD= MOCC Prime

xxx.xxx.xxx.xxx

GPBE = MOCC Backup

xxx.xxx.xxx.xxx

GPBG =   ITF

xxx.xxx.xxx.xxx
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SUPIDEN: 8603,    IONET: OPEN

Drawing: dtW_GPBPB.vsd       Desktop Name:  GPBBpb.DTP, GPBCpb.DTP,

           GPBDpb.DTP, GPBEpb.DTP

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 25020

Rx Length: 1296

M100C

CPU

Timer

M02

Bit Rate: 200,000

Frame Len: 4096

M0301

File

Playback

M01

File:

  D:\inetpub\ftproot\gpb\

              

DDD-HH-MM-SS.mmm.uuu.rec

Play Pause: Unchecked

Mode: Fixed

Event

Notes:

GP_B will have a Prime and Backup capability at their MOCC and a Prime and Backup

capability at an alternate facility.

To satisfy the missions flexability, 4 IP addresses were supplied.

GPBD= MOCC Prime

xxx.xxx.xxx.xxx

GPBE = MOCC Backup

xxx.xxx.xxx.xxx

GPBG = ITF

xxx.xxx.xxx.xxx

Operating procedure:

1. Load the desktop (corresponding to the MOCC).

2. Enter the file name (Day-Hour-Minute-Second.milliseconds.microseconds) plus send.

3. Enable the desktop (all streams) when the MOCC is ready to receive playback data.

Locating & loading a file name for playback:

  1. Start the PcAnywhere application.

  2. Select: path "d:\inetpub\ftproot\gpb".

  3. Single Click on the file name to be played back (highlights).

  4. Hold down the 'ctrl' key and press the 'c' key (to copy the file name to the PTP clipboard).

  5. Select the Copy clipboard button on the button bar.

  6. Choose copy from the host to the local machine.

  7. Switch to the local console display.

  5. In the Playback module File window:

      a. Highlight the "DDD-HH-MM-SS.mmm.uuu.rec" characters

      b. With the pointer over the highlighted area, right mouse click and select paste.

      c. Select the 'Send' button

  6a. Enable all streams to begin the playback (at project request).

  6b. Alternatively:

       a.  Enable the socket module (M03) and verify that a socket connection is present.

       b.  Enable the M01 and M02 modules to begin data playback.
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SUPIDEN:

Drawing: dtW_SORCE.vsd               Desktop Name:  SORCEbd1.DTP, SORCEbd2.DTP, SORCEbd3.DTP

Sync Offset: 4

Version =Auto

SCID = all              Intlv: 5

PORT1 = VC0,1     Fill:  7

ECC: Correct

Accept: Correctable ECC

TCP Server

add: 0.0.0.0

port: 26000

Data Class: 2, CCSDS Packet

TLM -
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Path: d:\inetpub\ftproot\sorce\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Server

add: 0.0.0.0

port: 26010

Header Strip

Data Path Enabled

Pol: T                Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 1

                         Flywheel: 2

TCP Server

add: 0.0.0.0

port: 26020

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event
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Scatter
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Offset: 4

Length: 1080

{strip: Sync and R-S symbols}
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SUPIDEN:  1500 - 1505

Drawing: dtW_ULDB.vsd       Desktop Name:  UBERbd1L.DTP,    UBERbd2L.DTP,  UBERbd3L.DTP

        UBERbd1H.DTP,   UBERbd2H.DTP,  UBERbd3H.DTP

Note: Because up to three balloon streams could be scheduled from a single WDISC computer, three

separate port addresses may be needed to support them simultaneously .

TCP Server

PTP add: 0.0.0.0

    bd1 port: 21500

    bd2 port: 21501

    bd3 port: 21502

Length: 500
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Path: d:\inetpub\ftproot\uldb\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: True            Clk: 0 deg

Idle: Clamped     Gate:Disable

Code: NRZ-M     Orient: MSB

Src: IntDDS        Ref: EXT-422

Len: 0

Freq: (L = 125 bps, H = 1 Kbps)

Pol: True

    Patt: disabled

APC: Enabled    Mask:

Src: EXT-422

Code: NRZ-L

    Loc. First

Frames/buff: 1

Orient: MSB

Clk: True

Len: 500

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Server

PTP add: 0.0.0.0

    bd1 port: 25000

    bd2 port: 25001

    bd3 port: 25002

Length: 8

TCP Server

PTP add: 0.0.0.0

    bd1 port: 22500

    bd2 port: 22501

    bd3 port: 22502

Length: 5

M100C

CPU

Timer

M08

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Event
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Earth Orbiter 1 (EO1) Primary 2 Desktop

SUPIDEN: 8601,  IONET: OPEN

Drawing: dtW_EO1_Primary2.vsd               Desktop Name:  EO1P2bd1.DTP, EO1P2bd2.DTP,

 EO1P2bd3.DTP

Offset: 20

Length: 600

Sync Offset: 4

Version = Auto

SCID = All             Intlv: 5

PORT1 = VC0       Fill: 3

ECC: Correct

Accept: Correctable ECC

TCP Client

Port = 7050

Remote add: xxx.xxx.xxx.xxx

Remote port: 7050

Length: 1364
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: xxx.xxx.xxx.xxx

Remote port: 7051

Rx Length: 622

Mask: none

Rej CRC err: Disabled

Pol: T                Clk: 0 deg

Idle: C               Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-M    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1264         Check: 1

                         Flywheel: 2

TCP Client

Port = 12000

Remote add: xxx.xxx.xxx.xxx

Remote port:12000

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Virtual Stream = 1

Bit Rate = 2000

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

Note:

  1. The Primary 2 desktop connects to project backup computer systems on the Open IONet.

  2. The Backup desktop connects to project systems on the Closed IONet.
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SIC = 1501 - 1505

Drawing: dtW_LDB_P.vsd       Desktop Name:  LDBPbd1L.DTP, LDBPbd2L.DTP, LDBPbd3L.DTP

          LDBPbd1H.DTP, LDBPbd2H.DTP, LDBPbd3H.DTP

Note: Because up to three balloons could be serviced from a single WDISC computer, three separate

port addresses may be needed to support the simultaneous balloons.

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: bd1 = 6000

                      bd2 = 6010

                      bd3 = 6020
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Path:

    bd1: d:\inetpub\ftproot\ldb1\

    bd2: d:\inetpub\ftproot\ldb2\

    bd3: d:\inetpub\ftproot\ldb3\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: T                    Patt: Disabled

APC: Enabled     Len: 1264

Src: EXT-422

Code: NRZ-L

Frames/buff: 1

Orient: MSB

Clk: True

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: bd1 = 6001

                      bd2 = 6011

                      bd3 = 6021

Length: 8

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: bd1 = 6002

                      bd2 = 6012

                      bd3 = 6022

Length: 5
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Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M09

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Pol: True           Clk: 0 deg

Idle: Clamped   Gate:Disable

Code: NRZ-L    Orient: MSB

Src: IntDDS       Ref: EXT-422

Len: 0

Freq:   L = 125 bps

            H = 1000 bps

Event
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Path:

    bd1: d:\inetpub\ftproot\ldb1\

    bd2: d:\inetpub\ftproot\ldb2\

    bd3: d:\inetpub\ftproot\ldb3\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

Pol: T                   Patt: Disabled

APC: Enabled     Len: 1264

Src: EXT-422

Code: NRZ-L

Frames/buff: 1

Orient: MSB

Clk: True

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

TCP Client

Remote add

: 

XXX.XXX.XXX.XXX

Remote port:     bd1= 6001

                          bd2 = 6011

                          bd3 = 6021

Length: 8

TCP Client

Remote add: 

XXX.XXX.XXX.XXX

Remote port: bd1 = 6002

                      bd2 = 6012

                      bd3 = 6022

Length: 5

M100C
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M08

Bit Rate: 9600

Frame Len: 5

M0301

File
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File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

Pol: T                  Clk: 0 deg

Idle: Toggle         Gate:Disable

Code: NRZ-L 

    Orient: MSB

Src: IntDDS         Ref: EXT-422

Len: 0

     Preamble: AAAA

Freq:  L = 125 bps

          H = 1000 bps

LDB (Backup) Desktop

SID = 1501 - 1505

Drawing: dtW_LDB_B.vsd       Desktop Name: LDBBbd1L.DTP, LDBBbd2L.DTP, LDBBbd3L.DTP

         LDBBbd1H.DTP, LDBBbd2H.DTP, LDBBbd3H.DTP

Note: Because up to three balloons could be serviced from a single WDISC computer, three separate

port addresses may be needed to support the simultaneous balloons.
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Galex Prime Desktop  

Galaxy Evolution Explorer

SUPIDEN: 5450,  IONET: OPEN

Drawing: dtW_GalexPrime.vsd

Desktop Name:  GalxPbd1.DTP, GalxPbd2.DTP,  GalxPbd3.DTP

  PTP 1 8011/7011/9011

  PTP2  8111/7111/9111

Sync Offset: 4

Version = Auto

SCID     = All          Intlv: 5

PORT1  = VC0, 1     Fill: 3

RS ECC: Enable

Accept:  Corr RS

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  8011

             ptp2 port:  8111

Length: 1244
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Transceiver
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  7011

             ptp2 port:  7111

Rx Length: 342

Pol: True           Clk:  0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 0

                         Flywheel :0

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  9011

             ptp2 port:  9111

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M10

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

Event

M0302

File

Recorder

VC 0, 1

VC 0, 1

Note:

The Galex mission resources are unable to handle streams

from  two sources at a time with the same Port number.  To

allow ptp1 and ptp2 to transmit/receive data simultaneously,

different  port numbers were assigned  to each  ptp.

ptp 1 will use 8011/7011/9011 for Tlm/Cmd/Sw ports

ptp 2 will use 8111/7111/9111 for Tlm/Cmd/Sw ports
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Galex Backup Desktop  

Galaxy Evolution Explorer

SUPIDEN: 5450,  IONET: OPEN

Drawing: dtW_GalexBackup.vsd

Desktop Name:  GalxBbd1.DTP, GalxBbd2.DTP,  GalxBbd3.DTP

  PTP 1 8011/7011/9011

  PTP2  8111/7111/9111

Sync Offset: 4

Version = Auto

SCID     = All          Intlv: 5

PORT1  = VC0, 1     Fill: 3

RS ECC: Enable

Accept:  Corr RS

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  8011

             ptp2 port:   8111

Length: 1244
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  7011

             ptp2 port:   7111

Rx Length: 342

Pol: True             Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 0

                         Flywheel :0

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote ptp1 port:  9011

             ptp2 port:   9111

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M10

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

Event

M0302

File

Recorder

VC 0, 1

VC 0, 1

Note:

The Galex mission resources are unable to handle streams

from  two sources at a time with the same Port number.  To

allow ptp1 and ptp2 to transmit/receive data simultaneously,

different  port numbers were assigned  to each  ptp.

ptp 1 will use 8011/7011/9011 for Tlm/Cmd/Sw ports

ptp 2 will use 8111/7111/9111 for Tlm/Cmd/Sw ports
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SCID     = All          Intlv: 5

PORT1  = VC0, 1     Fill: 3
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Accept:  Corr RS

TCP Client

Remote add (Prime):    xxx.xxx.xxx.xxx

                    (Backup):  xxx.xxx.xxx.xxx

Remote ptp1 port: 
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             ptp2 port:  8111

Length: 1244
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Path: d:\inetpub\ftproot\eo1\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add (Prime):     xxx.xxx.xxx.xxx

                    (Backup):  xxx.xxx.xxx.xxx

Remote ptp1 port: 

7011

             ptp2 Port: 7111

Rx Length: 342

Pol: True             Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1244         Check: 1

                         Flywheel :2

TCP Client

Remote add (Prime):     xxx.xxx.xxx.xxx

                    (Backup):  xxx.xxx.xxx.xxx

Remote ptp1 port: 

9011

             ptp2 port:  9111

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100C

CPU

Timer

M10

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode:          Loop

{Primary}

{Alternate}

Event

M0302

File

Recorder

VC 0, 1

VC 0, 1

Note:

The Galex mission resources are unable to handle streams

from  two sources at a time with the same Port number.  To

allow ptp1 and ptp2 to transmit/receive data simultaneously,

different  port numbers were assigned  to each  ptp.

ptp 1 will use 8011/7011/9011 for Tlm/Cmd/Sw ports

ptp 2 will use 8111/7111/9111 for Tlm/Cmd/Sw ports

Galex TEST Desktop  

(Data Set: galex8kbdecoded.bin)

SUPIDEN: 5450,  IONET: OPEN

Drawing: dtW_Galex_test.vsd

Desktop Name:  GalexTbd3.DTP

  PTP 1 8011/7011/9011

  PTP2  8111/7111/9111
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File

Recorder
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Timer
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File
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Path: c:\ptp_user\logs\galex_cmd.rc1

Path: c:\ptp_user\logs\galex8kbdecoded.bin

Rate: 16 kbps

Len: 1244
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Timed Desktop

SUPIDEN:  7601

Drawing: dtW_Timed.vsd               Desktop Name:  TIMEDbd1.DTP, TIMEDbd2.DTP, TIMEDbd3.DTP

Randomize: Checked

Tail Seq: C5...79

(Generates EB90)

Sync Offset: 4

Version = 1 Only

SCID = 483            Intlv: 5

PORT1 = VC7        Fill:  3

ECC: Correct

Accept: Correctable ECC

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: 6139

Data Class: 2, CCSDS Packet
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Path: d:\inetpub\ftproot\timed\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Port = 7051

Remote add: XXX.XXX.XXX.XXX

Remote port: 6137

Header Strip

Data Path Enable

Barker Patt: EB90

Barker Size: 0

Preamble Patt: 5...5

Preamble Len: 16

(preamble only)

Pol: T                Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq: 2000

Ref: Ext 422

Orient: MSB

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 1234         Check: 1

                         Flywheel: 2

TCP Client

Remote add: XXX.XXX.XXX.XXX

Remote port: 6138

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

Offset: 0

Length: 1074

M100C

CPU

Timer

M13

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M14

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

Event

99-1052

00-0089

Updated

01/31/02
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TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: xxxxx

Rx Length: nnn

M100C

CPU
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Bit Rate: 200,000

Frame Len: 4096

M0301

File

Playback

M01

File:

  D:\inetpub\ftproot\gpb\

              

DDD-HH-MM-SS.mmm.uuu.rec

Play Pause: Unchecked

Mode: Fixed

Event

Locating & loading a file name for playback:

  1.  Use the PcAnywhere application to connect to the PTP containing the data file

       (WCPTP1/2, SCPTP1/2)

  2. Select: path "d:\inetpub\ftproot\gpb"

  3. Single Click on the file name to be played back (highlights)

  4. Hold down the 'ctrl' key and press the 'c' key (to copy the file name)

  5. In the Playback module File window:

      a. Highlight the "DDD-HH-MM-SS.mmm.uuu.rec" characters

      b. Hold down the 'ctrl' key and press the 'v' key (to paste the file name)

      c. Select the 'Send' button

  6. Enable all streams to begin the playback (at project request)
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Landsat-7 Desktop   

(Landsat-7 B/U Control Center)

SCID = xxxd| xxxo| xxh

Drawing: dtW_LS7.vsd       Desktop Name:  LS7bd1H.DTP, LS7bd2H.DTP, LS7bd3H.DTP

                            LS7bd1L.DTP,  LS7bd2L.DTP, LS7bd3L.DTP

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1:  55651

   PTP2:  55751
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Path: d:\inetpub\ftproot\ls7\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Dest Filter:  L7M

Header Strip

Data Path Enable

Data Filter Enable

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1  55660

   PTP2  55760

Pol: True           Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS     Len: 0

Code: NRZ-L   Freq:

Ref: Ext422       H = 1.0 kbps

Orient: MSB      L  = 125 bps

Pol: True            Patt: 1ACFFC1D

APC: Enabled  Mask: FFFFFFFF

Src: RS-422      Loc: First

Code: NRZ-L    Slips: 0

Frames/buff: 1  Search Err: 0

Orient: MSB      Lock Err: 0

Clk: True           Check: 1

Len: 760           Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1  60001

   PTP2  60002

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4

M100E

IPDU

Formatter

M05

Type: RT Telemetry

Src:  WSC

Dest:  L7M

SCID: LSat7

M100C

CPU

Timer

M09

Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

M10

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop

{Primary}

{Alternate}

CMD Data Rates:

  High = 1.0 kbps

  Low = 125 bps

Event
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File
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File:

  D:\inetpub\ftproot\gpb\

              

DDD-HH-MM-SS.mmm.uuu.rec

Play Pause: Unchecked

Mode: Fixed

Event

Locating & loading a file name for playback:

  1.  Use the PcAnywhere application to connect to the PTP containing the data file

       (WCPTP1/2, SCPTP1/2)

  2. Select: path "d:\inetpub\ftproot\gpb"

  3. Single Click on the file name to be played back (highlights)

  4. Hold down the 'ctrl' key and press the 'c' key (to copy the file name)

  5. In the Playback module File window:

      a. Highlight the "DDD-HH-MM-SS.mmm.uuu.rec" characters

      b. Hold down the 'ctrl' key and press the 'v' key (to paste the file name)

      c. Select the 'Send' button

  6. Enable all streams to begin the playback (at project request)

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port:

   PTP1:  55651

   PTP2:  55751

Length: 792
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SUPIDEN: 1740    IONET: OPEN
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Path: d:\inetpub\ftproot\swift\

Mode: Fixed

file size: 50000000

Buffer Size: 4096

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 26110

Header Strip

Data Path Enabled

Pol: T                Clk: 0 deg

Idle: Toggle       Gate:Disable

Src: Int DDS      Len: 0

Code: NRZ-L    Freq:

Ref: Ext 422         H=1000 bps

Orient: MSB          L=125   bps

Pol: T                Patt: 1ACFFC1D

APC: Enabled    Mask: FFFFFFFF

Src: RS-422

Code: NRZ-L     Loc: First

Frames/buff: 1   Window: 0

Orient: MSB      Search Err: 0

Clk: True           Lock Err: 0

Len: 130           Check: 1

                         Flywheel: 2

TCP Client

Remote add: xxx.xxx.xxx.xxx

Remote port: 26120

Rx Length: 5

Port:                   Baud Rate: 9600

  bd1 = Com1      Handshake: Enabled

  bd2 = Com3      Frame Size: 5

  bd3 = Com4
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Bit Rate: 9600

Frame Len: 5

M0301

File

Playback

File:

  PTP1= c:\ptp_user\logs\switcha.dat

  PTP2= c:\ptp_user\logs\switchb.dat

Play Pause: Checked

Mode: Loop
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{Alternate}

Event
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